
LiFePo4 Lithium-Eisenphosphat Batterie 

12.8V 300Ah 3840Wh

EPLF12V300-BT | GXL
12.8V 300Ah 3840Wh



EPLF12V300-BT | GXL
12.8V 300Ah 3840Wh

ELECTRICAL PERFORMANCE
Nominal Voltage 12.8 V
Nominal Capacity 300 Ah
Real Capacity > 310 Ah
Capacity @ 20A 900 min
Energy 3840 Wh
Resistance <10 mΩ @ 50% SOC
Self Discharge <3% / Month
Cells / Internal Circuitry Prismatic Grade A+ / 4S1P
Series Connection up to 4 (24V, 36V, 48V)

CHARGE PERFORMANCE
Recommended Charge Current <90 A
Maximum Charge Current 250 A
Recommended Charge Voltage 14.2 - 14.6 V
Recommended Float Charge Voltage 13.5 - 13.8 V
BMS Charge Cut-Off Voltage >14.6 V (2s) (3.65V/Cell)
Reconnect Voltage <14.0 V (3.5V/Cell)

DISCHARGE PERFORMANCE
Maximum Continuous Discharge Current 250 A
Peak Discharge Current 350A (5s)
Recommended Low Voltage Disconnect 12.0 V (3.0V/Cell)
BMS Discharge Cut-Off Voltage <10.0 V (3s) (2.5V/Cell)
Reconnect Voltage >12.0 V (3.0V/Cell)
Short Circuit Protection 250 ~ 500 μs, 1500 A

TEMPERATURE PERFORMANCE
Discharge Temperature -30 ~ 65 °C
Charge Temperature -30 ~ 65 °C
Storage Temperature (<1 / >1  Month) -20 ~ 50 °C / -5 ~ 40 °C
BMS High Temperature Cut-Off 65 °C (3s)
FET High Temperature Shutdown 90 °C
Reconnect Temperature 60 °C

BALANCING PERFORMANCE
Voltage Difference Activation - Passiv / Active 15 mV / 30 mV
Balancing Current - Passiv / Active 50-100 mA / 1-5 A
Balancing Voltage >13.4 V (3.35V/Cell)

MECHANICAL PERFORMANCE
Dimension (L x W x H) 367 x 190 x 253 mm
Approx. Weight 25 kg
Terminal Type M8
Terminal Torque 9 ~ 14 Nm
Case Material ABS
Enclosure Protection IP65 waterproof

COMPLIANCES
Certifications CE / UN ECE R-10 (battery)

UN38.3 (battery)
UL1642 & IEC62133 (cells)

Shipping Classification UN 3480 CLASS 9


